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Code Make Year Capacity Note
291003 Force 1985 to date 90-150hp
291003 Honda 1996 to date 75-90hp
291014 1998 to date 115-130hp
291003 1998 to date 30-50hp (2)
291003 2001 to date 135-225hp 4 stroke
291003 2003 to date BF135hp
291012 1977 to 1990 65-300hp
291003 1991 to date 40-250hp
291003 1996 to date
291016 1998 to date 40-140hp 4 stroke (2)
291016 2000 to date (2)
291003 2002 to date 200-225hp 4 stroke
291012 2005 to date
291003 Mercury 1984 to 1994 2.4/2.5 EFI (4)
291003 1989 to date 75-300hp (3)
291003 1996 to date 75-225hp 4 stroke
291003 1998 to date 30-60hp (2)
291003 2003 to date 250-300hp XS (5)
291003 Nissan 1990 to date 90-140hp
291003 Suzuki 1986 to date 100hp
291003 1986 to 1995 115-140hp
291012 1996 only 115-140hp
291003 1997 to 2002 115-140hp
291003 1986 to date 150-300hp 2 & 4 stroke
291016 1998 to date 40-140hp 4 stroke (2)
291016 2003 to date 90hp 4 stroke (2)
291003 Yamaha 1990 to 2003 40-90hp
291003 1986 to date 100-250hp 2 stroke
291016 1997 to date 80-225hp 4 stroke (1)
291016 2000 to date 150-250hp HPDI (1)
291016 2002 to date 300 HPDI
291003 2007 to date F300-F350
291012 2003 to date 25-60hp 4 stroke
291012 2010 to date 70hp 4 stroke (2)
291003 1994 to date 90-120hp

(1) 291003 is optional for single engine ONLY applications

(2) Requires kit 293690

(4) May require extensive cowling modifications

(5) One cylinder per engine. Must use Mercury supplied tiller bolt for installation

Johnson/Evinrude

75-250hp ficht

115hp ficht

E250 DPX Xindicator

Yanmar

(3) Minimum engine centres of 27'
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